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DATI TECNICI - TECHNICAL DATA 
 

 
 
 

Dim. AxB 
[mm] 

Larghezza max fascette  
Max cable tie width 

[mm] 

Ø Foro 
Hole Ø 
[mm] 

Nero / Black 
Cod. 

Bianco / White 
Cod. 

19x19 4,2 4,8 36302p19000 36302m19000 

27x27 5,6 5,0 36302p27000 36302m27000 

 
 
INSTALLAZIONE - INSTALLATION 

 
Applicare su superfici lisce pulite, sgrassate e asciutte. / Apply on clean, smooth, grease-free surface. 
 
 

Temperatura di esercizio / Working temperature: -10 / +50 °C 

 
 
CARATTERISTICHE ANCORANTE - PRODUCT FEATURES  

Tipo 
Type 

Materiale 
Material 

Basetta 
Base 

Nylon Pa 66 

Adesivo 
Adhesive 

Gomma a base solvente con adesivo su entrambi i lati 
Solvent base rubber, adhesive coated on both sides 

 

 
Acquistando il prodotto, l’utilizzatore è tenuto ad osservare scrupolosamente le istruzioni riportate sul packaging e sulla documentazione relativa al 
prodotto disponibile sul sito internet www.friulsider.com/download.html . Friulsider S.p.A. non risponderà ad alcun titolo di danni a persone o cose che 
dovessero essere conseguenza di una conservazione od uso diversi da quelli descritti. 
By purchasing the product, the user is required to scrupulously observe the instructions on the packaging and on the documentation relating to the 
product available on the website www.friulsider.com/download.html . Friulsider S.p.A. will not be liable for any damage to persons or things that may be 
the consequence of a conservation or use other than those described. 


